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c, Devices must be installed by a
qualified electrician in accordance with
all national and local electrical and
construction codes and regulations.

Les appareils doivent étre installés par un
électricien dipldmé conformément a tous les codes

et réglementations électriques et de construction
nationaux et locaux.

Die Gerate sind von einem qualifizierten Elektriker
in Ubereinstimmung mit allen geltenden
Vorschriften zu installieren.

Los dispositivos deben ser instalados por un EBEEID DML ERDH 2B EANICHKIBL.
electricista calificado y cumpliendo todas las EHLOHMIHOESHLVERICEATZIINTDESIC
normas y regulaciones, tanto nacionales como fE->TLIEE W,

locales, sobre instalaciones eléctricas y obras.
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elettricista qualificato in conformita con le norme o )
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De apparaten moeten worden aangebracht
door een gekwalificeerde elektricien en in
overeenstemming met alle nationale en
plaatselijke elektriciteits- en bouwvoorschriften.
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27 m (8.9 ft)*
2.1-4.0m (6.9 -13.1ft)

7 m (23 ft)*
*Tested at 21 +/- 3°C (70 +/- 5°F) according to NEMA WD 7-2011
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e FCC Radiation Exposure Statement - This equipment complies with FCC radiation exposure limits set forth for an uncontrolled environment. This equipment must
be installed and operated with a minimum distance 20cm between the radiator and your body.

@ ISED Radiation Exposure Statement - This equipment complies with ISED radiation exposure limits set forth for an uncontrolled environment. This equipment
should be installed and operated with minimum distance 20cm between the radiator and your body. This transmitter must not be co-located or operating in
conjunction with any other antenna or transmitter. Cet équipement respecte les limites d’exposition aux rayonnements ionisants fixées pour un environnement non
controélé. Cet équipement doit étre installé et utilisé avec une distance minimale de 20cm entre le radiateur et votre corps. Cet émetteur ne doit pas étre localisé ou
fonctionner en conjonction avec une autre antenne ou un autre émetteur.

@ Federal Communications Commission (FCC) Compliance Notice: Radio Frequency Notice - This equipment has been tested and found to comply with the limits

for a Class B digital device, pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a
residential installation. This equipment generates, uses, and can radiate radio frequency energy and, if not installed and used in accordance with the instructions,
may cause harmful interference to radio communications. However, there is no guarantee that interference will not occur in a particular installation. If this equipment
does cause harmful interference to radio or television reception, which can be determined by turning the equipment off and on, the user is encouraged to try to
correct the interference by one or more of the following measures: Reorient or relocate the receiving antenna. Increase the separation between the equipment and
receiver. Connect the equipment into an outlet on a circuit different from that to which the receiver is connected. Consult the dealer or an experienced radio/TV
technician for help. Any modifications not approved by the manufacturer of this device could void the user’s authority to operate this device.

@ This device complies with part 15 of the FCC Rules and Innovation, Science and Economic Development Canada’s licence-exempt RSSs. Operation is subject to the
following two conditions: (1) This device may not cause harmful interference, and (2) this device must accept any interference received, including interference that
may cause undesired operation. Cet appareil contient des émetteurs/récepteurs exemptés de licence qui sont conformes aux RSS exemptés de licence d’innovation,
sciences et développement économique Canada. Le fonctionnement est soumis aux deux conditions suivantes: (1) Cet appareil ne peut pas causer d’interférences. (
2) Cet appareil doit accepter toute interférence, y compris les interférences qui peuvent causer un fonctionnement indésirable de I'appareil.

e This Class B digital apparatus complies with Canadian ICES-003: CAN ICES-003(B)/NMB-003(B). Cet appareil numerique de la Classe B est conforme a la norme
NMB-003 du Canada: CAN ICES-003(B)/NMB-003(B).

e Installation of a home and building automation and control system shall comply with [EC 60364 (all parts). The temperature limits and current-carrying capacities for
the communication wires specified in IEC 60364-5-52 shall not be exceeded.

7 Do not connect inputs to mains. ) Refer to Service Guide for full cleaning recommendations.
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